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1. Safety

Please observe the following instructions.

1.1 General information

These assembly instructions are part 1 of a total of 4
manuals. You will find the manual number on the cover 
page of the document.

Please read these instructions and other accompanying 
instructions carefully before assembling and using the product 
to ensure correct assembly and safe use of the product.
Ensure that you follow the instructions and the work steps in the 
specified order.
Observe the safety instructions and the installation requirements.
Pay attention to the indicator elements on the components: the 
LEDs on the mixer tap and the display on the base cabinet unit.
Keep the manuals and product information in a safe place ready 
to use at a later date or pass on to the subsequent owner.
Do not connect the mixer tap if it has been damaged during 
transport.
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 WARNING  Danger posed by magnetic field

The spray head contains a strong magnet. This magnetic field can 
prevent a pacemaker from functioning properly!

Individuals with a pacemaker should keep a distance of at least 
25 cm.

1.2 Intended use

This mixer tap is suitable for use in private homes. It is designed for 
use in Australia and China, incl. Hongkong.
Use this mixer tap only:

- in conjunction with a BLANCO CHOICE base cabinet unit.
- in closed rooms in a home environment, usually the kitchen.

Any operation beyond the intended usage or any other use is 
considered misuse. BLANCO accepts no liability for any damage 
caused by misuse.

1.3 Restrictions on the user group

Children aged 8 or over and people with reduced physical, senso-
ry or mental capabilities or lacking in experience and knowledge 
may only use the mixer tap under supervision or if they undergo a 
suitable briefing on safe usage and they are aware of the associ-
ated risks and hazards. Children must not play with the mixer tap. 
Children must not carry out cleaning and user maintenance without 
supervision.

1.4 Safe installation

NOTICE!
Maintain cleanliness. Careless handling can cause problems 
with water hygiene.

Keep water-conducting parts such as seals, threads and 
hose connections clean. Only touch after cleaning your 
hands thoroughly.
Do not touch any surfaces that come into contact with drinking-
water after installation.
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 WARNING  risk of suffocation!

Children can pull packaging material over their heads or wrap 
themselves in it and suffocate!

Keep packaging material away from children.
Do not allow children to play with packaging material.

Children can inhale or swallow small parts and choke as a result!
Keep small parts away from children.
Do not allow children to play with packaging material.

1.5 Safe use

2. Avoiding property damage

Damage, incorrect installation and improper repairs can cause leaks and considerable property 
damage.

 Only trained specialists may install and connect the mixer tap. BLANCO assumes no liability for 
improper or non-professional installation.

 Cables and hoses must be routed in such a way that they cannot be damaged. If you use a waste 
system, you must pay special attention and ensure that cables and hoses cannot become caught 
or damaged.

 Never put a damaged mixer tap into operation.
 Only trained specialists may repair the mixer tap.
 Have damaged parts replaced by a professional.
 Only original spare parts may be used to repair the mixer tap.

1.6 Plumbing Code of Australia (PCA)

WARNING — FOR CONTINUED SAFETY OF THIS APPLIANCE IT 

MUST BE INSTALLED, OPERATED AND MAINTAINED IN AC-

CORDANCE WITH THE MANUFACTURER’S INSTRUCTIONS.

WARNING — FOR CONTINUED SAFETY OF THIS APPLIANCE IT 

MUST BE INSTALLED IN ACCORDANCE WITH THE PLUMBING 

CODE OF AUSTRALIA (PCA).

WARNING — THIS APPLIANCE MAY DELIVER WATER AT HIGH 

TEMPERATURE. REFER TO THE PLUMBING CODE OF AUS-

TRALIA (PCA), LOCAL REQUIREMENTS AND INSTALLATION 

INSTRUCTIONS TO DETERMINE IF ADDITIONAL DELIVERY 

TEMPERATURE CONTROL IS REQUIRED.
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3. Environmental protection

The packaging materials are environmentally friendly and recyclable.
Sort and dispose of each individual part by material type

4. Assembling and connecting

4.1 Scope of delivery

After unpacking the delivery, check all parts for
transport damage and ensure they are complete. 
The delivery consists of the parts shown here and 
two manuals.If you have any complaints, please 
contact your dealer or our customer service 

 see rear page.

4.2 Criteria for the installation location

Water connection requirements

- Constant drinking water quality
- Constant flow pressure

Hot water corner valve

- Maximum temperature 70 °C (158 °F)
- Maximum pressure 10 bar (145 psi)

Cold water corner valve

- Temperature 5 - 30 °C (40 - 86 °F)
- Pressure 1 - 10 bar (14.5 - 145 psi)

Tap hole requirements

The sink or worktop must have a tap hole 35 mm (1 3/8") in diameter; maximum thickness of the 
worktop: 50 mm (1 15/16").

4.3 Fitting the mixer tap

See video with step-by-step instructions for the 
entire installation process at:
blanco.com/install-choice



8

Insert the mixer tap in tap hole.

NOTICE!
Ensure that the rubber seal is in the correct 
position!

1
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Required tools:

- Pliers 
- Adjustable wrench

Fasten the mixer tap with the assembly set.

First push the mounting nut upwards and then 
tighten it by hand.

2

2.
1.

click...

max. 10 Nm

3
Thread the spray hose into the ball weight. 

NOTICE!  
The spray hose must be fitted in the base 
cabinet in such a way that the weight can glide 
freely along the hose and does not get caught 
anywhere!
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Purge both corner valves until clean water 
comes out.

5

Fully open both corner valves.

NOTICE!
Check all connections for leaks!

7

NOTICE!
Hoses must not be twisted or kinked!

Install the hoses so that they are straight and 
secure them against twisting when tightening 
the nut. Ensure that a sieve seal is inserted.

- Attach the red flexible hose from the mixer 
tap to the hot water corner valve (left).

- Attach the blue flexible hose to the cold water 
corner valve (right).

6

Insert the spray hose into the connecting 
piece. 

4

click!
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4.4 Preparing the mixer tap for first use

Remove the flow regulator from the spray head 
(spanner is supplied with the mixer tap).

Purge mixer tap and hoses thoroughly with 
water (hot and cold water; at least 20 seconds).

Close the lever and re-assemble the flow 
regulator.

Continue installing the base cabinet unit: 
 See manual 22

8

10
2.

1.

9

min. 20 sec.
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 CAUTION  Risk of burns! 

The pipe connectors at the base cabinet unit rear and below the 
mixer tap as well as the red connection hose to the mixer tap 
can be very hot. Touching hot surfaces can cause burns!

Do not touch these surfaces with your bare hands.
Let the system cool down after pulling out the mains plug.

5. Shutting down

Close both corner valves.
Deactivate the base cabinet unit or disconnect the mains plug.

NOTICE! 
When disconnecting water-conveying hoses/hoses, small amounts of water may leak out!

Unscrew hoses to the corner valves.
Detach the blue and red connecting hoses either from the mixer tap or at the base cabinet unit. 
Press the outer ring on the connecting piece to do so.
Detach the signal cable from the base cabinet unit.
Undo the spray hose connection and remove the spray hose weight.
Undo installation nut and remove mixer tap.

6. Disposing of the mixer tap

You are legally obliged to avoid generating waste and protect your health and the 
environment:

Return the product to a collection point. Do NOT dispose of the product in 
general household waste.

7. Customer service

If you have any questions or complaints, please contact your dealer or our customer service  see 
rear.

For more information and spare parts, please visit the 
BLANCO online shop:
blanco.com/shop-choice
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